Giivenle Diinyaya Ac¢ilan Kapi

Door That Opens To The World Safely






PROLIFT ELEVATOR COMPANY

Prolift Elevator Company started manufacturing of automatic elevator landing and
car doors as integrated production in 2006 by means of its technology which depends on
its long-serving experience and knowledge .

Prolift Elevator continues its production with integrated system in own facilities
established on 6.000 m2 closed area in Giresun Industrial Estate and invests
continuously in its technology and thus has become one of the most important
companies in our country today. Prolift Elevator takes cognizance of quality and safety
at every stage of production and due to R&D-based production, it continuously
increasing the range of products. Prolift Elevator adopts customer satisfaction as a
quality policy.

Inthe range of 2 Panelsto 6 Panels telescopic and central Car and Landing doors
(Painted, Stainless steel, Patterned, Glass and PVC ) are designed and manufactured
by Prolift Elevator and has been certificated by local and international quality institutions
according to Lifts Directive 95/16/EC for EN81-1, EN81-2, EN81-1/2:1998+A3:2009,
EN81-58:2003 standards, 95/16/EG directives for NEN-EN81-1, NEN-EN81-2
standards and LWD 2006/95/EC directives for IEC 60947-1,IEC60947-5-1 standards.

Prolift Elevator exports more than 20 countries by means of its export-oriented sales
strategy and manufactured 56.000 elevator doors as of 2013 January and targets to
produce with the capacity of 80.000 elevator doors by the end of 2013 and 100.000
elevator doors by the end of 2015.

PROLIFT ASANSOR SANAYi VE TICARET LIMIiTED SiRKETI

Asansoér sektérindeki tecriibesi uzun yillara dayanan Prolift Asansér, elde ettigi
deneyim ve bilgiyi teknoloji ile bulusturarak, 2006 yilinda entegre bir sistemle, otomatik
asansorkat ve kabin kapilari tGretimine basladi.

Giresun Sanayi Sitesinde 6.000 M2 kapali  alanda kurulu tesislerinde
entegre bir sistemle Uretimini surdiren ve teknolojisine surekli yatinm yapan Prolift
Asansoér, bugin dlkemizin ve sektériinin en énemli firmalarindan biri haline geldi.
Uretiminin her asamasinda kalite ve giivene azami énem veren Prolift Asansér,
yurattigu Ar-Ge odakl Uretim calismalariyla Grin cesitliligini strekli arttirmakta ve
musteri memnuniyetini kalite politikasi olarak benimsemektedir.

2 panelden 6 panele kadar Merkezi ve Teleskopik asansér kat ve kabin
kapilarini (Boyali, Paslanmaz, Desenli, Cam ve PVC ) kendi bunyesinde tasarlayarak,
95/16/EC asansor yonergesi kapsaminda EN81-1, EN81-2, EN81-1/2:1998+A3:2009,
EN81-58:2003 standartlarina, 95/16/EG ydnergesi kapsaminda NEN-EN81-1, NEN-
EN81-2 standartlarina ve LWD 2006/95/EC yodnergesi kapsaminda IEC 60947-
1,IEC60947-5-1 standartlarina uygun Ureten Prolift Asansér urtnleri yerel ve
uluslararasi kurumlar tarafindan kalite belgesi ile belgelendirilmisgtir.

Gelistirdigi ihracat odakh satis stratejisiyle 20-den fazla Ulkeye ihracat yapan
ve Ocak 2013 yili itibariyla 56.000 kap1 Uretim kapasitesine ulasan Prolift Asansér 2013
yili sonuna kadar 80.000 adet ve 2015 yili sonuna kadar da 100.000 adet Uretim
kapasitesine ulagsmayi hedeflemektedir.




AUTOMATIC LANDING DOORS

% CE certificated locking device (EN81-1, EN81-2)

+ Fire resistance (EN81-58)

“ Production in accord with A3 norm

“ Lock position adjustments

« Spring force adjustment

+“ Special Steel sill design for heavy-duty doors

+“ Ability of an open-early feature in same model

+“ Ability of an open-early feature for high speed
and heay - traffic elevators

OTOMATIK KAT KAPILARI

“ CE'li kilit sistemi (EN81-1, EN81-2)

“* Yangina dayaniklilik 6zelligi (EN81-58)

% A3 standartina uygun Uretim

“* Kilit pozisyon ayari

“* Yay sertlik ayari

% Agir hizmet kapilarinda gelik esik tasarimi

“* Ayni modelde erken agmaya uyumlu hale
gelebilme 6zelligi

“ Yuksek hizli ve trafigi yogun asansorlerde erken
acma ozelligine uyumlu hale getirebilme

%

< Optional panels and frames production from direct
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stainless steel between 1mm-1.5mm width
Thanks to usage direct stainless steel , doors are
run properly, long-life and serviceable

Production technolgy without welding

By means of designed multi-link connections on its
self- referencing design that produce solution for,
easy and error-free mounting

Make easy installation by a mounter from

1mm - 1.5 mm arasi kalinlikta direk paslanmazdan
istege bagli panel ve kasa Uretimi

Direk paslanmaz kullanimi sayesinde uzun émdarli
ve sorunsuz ¢alisma

Kaynaksiz Gretim teknolojisi

Kolay ve hatasiz montaj icin bir cok baglant
noktasinda kendinden referansli birlesimler
tasarlanmis olup, kendi icinde ¢6zim Ureten bir
tasarim Grunadur.

Ambalajin agilmasindan montajin

NPROLIFT

automatic doors for lifts

unpacking to complete mounting

< Outstanding product design for human health

and safety

< All the colors and patterns available upon

request manufacturability

< Upon request isolation for sound, wind and

pressure

< Upon request panel production from 25 mm up

to 60 mm

< Upon request frame production from 30 mm up

to 60 mm

tamamlanmasina kadar tek bir montorle montaj
yapma kolayligi

% Insan saghgi ve giivenligi 6ne ¢ikan iriin tasarimi
< [stege bagh olarak biitiin renk ve desenlerde

Uretilebilirlik

< [stege bagh ses, riizgar ve basin¢ yaliimi
% 25 mm-den 60 mm-e kadar istege bagli panel

Uretimi

% 30 mm-den 60 mm-e kadar istege bagli kasa

Uretimi




Kat Kapilari / Landing Doors

PRLO2L

2 PANEL TELESCOPIC LANDING DOOR

From 600mm to 1600mm, standard
production for landing doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL TELESKOPIK KAT KAPISI

600mm den 1600mm ye kadar kat
kapilarinda standart iliretim. Tiim
tiretim portféyiinde gergeveli cam
panel liretim se¢enekleri mevcut-
tur.

NPROLIFT

automatic doors for lifts




NPROLIFT

automatic doors for lifts

2 PANEL TELESCOPIC LANDING DOOR

From 600mm to 1600mm, standard
production for landing doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL TELESKOPIK KAT KAPISI

600mm den 1600mm ye kadar kat
kapilarinda standart tiretim. Tim
tiretim portféyiinde ¢gergeveli cam
panel lretim se¢enekleri mevcut-
tur.

Kat Kapilar1 / Landing Doors

PRLO2L




Kat Kapilari / Landing Doors

PRLO2L

2 PANEL CENTRAL LANDING DOOR

From 600mm to 1600mm, standard
production for landing doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL MERKEZi KAT KAPISI

600mm den 1600mm ye kadar kat
kapilarinda standart tiretim. Tiim
tiretim portfoyiinde gergeveli cam
panel Uretim segenekleri mevcut-
tur.

DIPROLIFT

\J automatic doors for lifts




NPROLIFT Kat Kapilari / Landing Doors

automatic doors for lifts

PRLO2L

2 PANEL CENTRAL LANDING DOOR

From 600mm to 1600mm, standard
production for landing doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL MERKEZi KAT KAPISI

600mm den 1600mm ye kadar kat
kapilarinda standart iiretim. Tiim
liretim portféyiinde gergeveli cam
panel iiretim segenekleri mevcut-
tur.




Kat Kapilan / Landing Doors

PRLO3L
|

3 PANEL CENTRAL LANDING DOOR

From 700mm to 2400mm, standard
production for landing doors.

3 PANEL MERKEZi KAT KAPISI

700mm den 2400mm ye kadar kat
kapilarinda standart liretim.




NPROLIFT Kat Kapilari / Landing Doors

automatic doors for lifts

PRLO4L
4 PANEL CENTRAL LANDING DOOR

From 700mm to 3000mm, standard
production for landing doors.

4 PANEL MERKEZi KAT KAPISI

700mm den 3000mm ye kadar kat
kapilarinda standart tiretim.




Kat Kapilari / Landing Doors
NPROLIFT

automatic doors for lifts

PRLO6L (

6 PANEL MERKEZi KAT KAPISI 6 PANEL CENTRAL LANDING DOOR

1400mm den 3000mm ye kadar kat From 1400mm to 3000mm, standard
kapilarinda standart iiretim. production for landing doors.




CONTROL CARD / KAPI KONTROL KARTI

NPROLIFT

automatic doors for lifts

CONTROL CARD

24V DC Gear motor and Brushless gear motor driving.
Signal output at the flor.

Single and Double signal operation.

Running without limit switch.

Automatic learning mode for driving distannce.
Adjustable pressing force according to required torque
Cloosed-loop operation for best action

Easily User Menu

PID controlling for smooth and silent running

Error log specification

Sensitive stop for maximum comfort at high speed
Photocell input

Start-stop counter

DEMO mode operation.
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KONTROL KARTI

R/
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24V DC firgali ve brushless motor stirme ozelligi.
Katta sinyal gikisi.

Tek ve cift sinyalle ¢alisma ozelligi.

Limit switch'siz calisma 6zelligi.

Seyir mesafesini otomatik 6grenme modu.
Ayarlanabilir garpma torku.

Kapali cevrim calismasi.

Kolay kullanim mendsu.

PID kontrolli sesiz ve akici calisma 6zelligi.

Hata kayit 6zelligi.

Cok yliksek hizda, yliksek konforlu durus hassasiyeti.
Fotosel girisi.

Agma kapama sayacl.

DEMO modunda ¢alisma 6zeligi.
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Kabin Kapi Operatoérii / Car Door Operator

NPROLIFT

automatic doors for lifts

MOTOR

% Gear motor with 24V DC- 100 Watt — 3000 rpm —10:1 gear ration
«» Maximum torque at Low Speed

“» Maximum comfort at High Speed

“* Encoder with 900 pulse in 1 cycle.

MOTOR

< 24V DC, 100 Watt, 3000d/dk , 10:1 disli oranh firgali motor
% Dusik hizda maksimum tork

+» Yuksek hizda maksimum konfor

1 devirde 900 pals Ureten enkoder




NPROLIFT

automatic doors for lifts
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AUTOMATIC CABIN DOORS

Provides different usage possiblities with various
combinations of motor and drivers

Provides easily installation by means of compact
structure

Provides fort he selection of medium and
heavy-traffic buildings

Running feature without load limit
Programmable feature for Heavy-duty doors
Make a best solution in 1m/s for heavy-traffic
and high speed elevators by means of brushless

motor driving

Low energy consumption

Kabin Kapi Operatoérii / Car Door Operator

OTOMATIK KABiN KAPILARI

< Degisik motor ve siruculer ile farkh kullanim

olanaklari sunar
< Kompakt yapisi sayesinde montaj kolayligi saglar
< Orta ve Yogun trafikli binalar icin secim saglar
< Ylikten bagimsiz calisma ozelligi
< AgIr hizmet kapilarina gore programlanma ozelligi
< Brushless motor slirme 06zelligi sayesinde trafigi
yogun ve ylksek hizli asansorlerde 1 m/s hizda

aranilan en iyi ¢6zimu sunar

< Dusuk enerji Tuketimi

CED/

K




NPROLIFT

automatic doors for lifts

PRL02C
2 PANEL CENTRAL CAR DOOR

From 600mm to 1600mm, standard
production for car doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL MERKEZi KABIN KAPISI

600mm den 1600mm ye kadar kabin
kapilarinda standart liretim. Tim
liretim portféyiinde gergeveli cam
panel liretim segenekleri mevcut-
tur.

PRL02C

2 PANEL TELESCOPIC CAR DOOR

From 600mm to 1600mm, standard
production for car doors. In

all production portfolio, there are
framed glass panel production op -
tions

2 PANEL TELESKOPIK KABIN KAPISI

600mm den 1600mm ye kadar kabin
kapilarinda standart Giretim. Tiim
tiretim portfoyiinde gergeveli cam
panel liretim segenekleri mevcut-
tur.




Kabin Kapi Operatoérii / Car Door Operator

3 PANEL CENTRAL CAR DOOR

From 700mm to 2400mm, standard
production for car doors.

PRL0O3C

3 PANEL MERKEZi KABIN KAPISI

700mm den 2400mm ye kadar kabin
kapilarinda standart liretim.

PRL04C

4 PANEL CENTRAL CAR DOOR

From 700mm to 3000mm, standard
production for car doors.

4 PANEL MERKEZi KABIN KAPISI

700mm den 3000mm ye kadar kabin
kapilarinda standart liretim.

%




\PROLIFT Kabin Kapi Operatoérii / Car Door Operator

automatic doors for lifts

PRL06C

-
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6 PANEL CENTRAL CAR DOOR

From 1400mm to 3000mm, standard
production for car doors.

6 PANEL MERKEZi KABIN KAPISI

1400mm den 3000mm ye kadar kabin
kapilarinda standart tretim.

ceb




Renk Kartelasi / Color Chart

PASLANMAZ SEGENEKLERI
STAINLESS STEEL OPTIONS

OZEL PASLANMAZ SEGENEKLERI
SPECIAL STAINLESS STEEL OPTIONS

RENKLI OZEL PASLANMAZ SEGENEKLERI
COLOURED SPECIAL STAINLESS STEEL OPTIONS

ELEKTROSTATIK BOYA SEGENEKLERI

. RAL 530 Ry 011 METAL POWDER COATING OPTIONS

SILVER

RAL 7040 w RAL 1013 ; RAL 7033 COPPER

€b,




NPROLIFT

automatic doors for lifts

Certificates and Documents

Sertifika ve Belgeler

CE belgesi

Yangina dayaniklilik belgesi EW-60
Yangina dayaniklilik belgesi E-120
Yangina dayaniklilik belgesi EI-120

Givenlik Ekipmanlar icin AT Tip
Inceleme Sertifikasi

Asansor Guvenlik Ekipmaninin Tipe
Uygunluk Sertifikasi

Marka Tescil Belgesi

TSE Hizmet Yeterlilik Belgesi

Satis Sonrasi Hizmet Yeterlilik Belgesi
Garanti Belgesi

Sanayi Sicil Belgesi

Certificates and Documents
EC Type Examination Certificate

Fire Resistant Certification EV-60
Fire Resistant Certification E-120
Fire Resistant Certification EI-120

Certificate Of Conformity To Type For
Lift Safety Component

EC Type Examination Certificate For
Safety Component

Trademark Registration Certificate
TSE Service Sufficiency Certificate

TSE Aftersale Service Sufficiency
Certificate

Certificate of Warranty

CE b,
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""‘,.7 / SAN. INS. GID. MAT. TUR. PET. TEKS. TiC. LTD. §Ti.
=—————— Roklam Tanitim Hizmetleri =

Tel:+90 454 250 1 250 - 216 91 91 - Fax:+90 454 216 91 91
Haci Siyam Mah. Inénii Cad. Cemaleddinbey Ishani No:8 Kat:7 D.14

PROLIFT ASANSOR SAN. TiC. LTD. STi.

Gedikkaya Mah. Sanayi Sitesi 25
Nolu Sk. No: 29 Giresun/TURKIYE

Tel : +90 454 21573 39
+90 454 215 73 40
Fax : 490454 21573 38
E-mail : info@proliftasansor.com.tr
export@proliftasansor.com.tr
Web : www.proliftasansor.com.tr

[
www.kosgeb.gov.tr

12.02.2013 tarihinde basiimistir.



Giivenle Diinyaya Acilan Kapi

Door That Opens To The World Safely
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